
SKU # RELAY-CAP

Part # 1003445

Description

12V Relay Harness w/ Capacitors

Categories

HID & LED Headlights, HID & LED Headlights, HID Headlight Conversions

Sub-Categories

HID Interface Solutions, HID Interface Solutions, HID Interface Solutions

UPC  811712025478 Unit of Measure  EA

Related Skus:

Cross Sell Skus:

RELAY-HARNESS,RELAY-RES

Condition

New

Manufacturer

Race Sport Lighting

EZ Category

HID Interface Part

Harmonization Code

8512.20.2080

Universal

YES

Life Expectancy

SEMA Product

Headlight Wiring Harness

Part Type ID  14494

Reverse Polarity

Headlight Wiring Harness

Operating Voltage

12VDC

Current Draw

Wattage Chip Type

N/A

IP Rating LUX

N/A

Product Information

Heavy duty, multi-purpose interface harness for our HID or

LED kits • On vehicles with daytime running lights, this

harness will retain the daytime running light function • On

vehicles with 6-11V, the trigger input on this harness will

handle the lower voltage and keep the relay open • On

vehicles with pulsed voltage instead of a steady voltage,

the trigger input on this harness will handle the pulsed

voltage and keep the relay open Note: When installing this

harness be aware of the polarity, make sure 12C+ and

Ground on the vehicles light plug matches up with 12V+

and Ground on the trigger plug on our harness. FAILURE TO

DO SO WILL IMPAIR CORRECT OPERATION & MAY DAMAGE

THE HARNESS. • 1 Year Warranty

Est. Labor Hours

Gross Weight 0.20 Width 8.00

Net Weight 0.20 Height 3.00

DIM Weight 0.52 Depth 3.00

Kelvin (ColorTemperature)

N/A

Universal or Vehicle Specific

Universal

Made In

CN

Warranty

1 year

Lumens

N/A

Beam

Pattern

N/A

Prop 65 WARNING: This product can expose you to chemicals, which are known to the State of

California to cause cancer and birth defects or other reproductive harm. For more information go to

www.P65Warnings.ca.gov


