
SKU # RSCP002

Part # 1005173

Description

Discontinued as of 7.14.20 - Power Supply Testing Machine 30V/5A w/ Clip Cables

Categories  

Sub-Categories  

UPC  814843027038 Unit of Measure  EA

Related Skus:

Cross Sell Skus:

Condition

New

Manufacturer

Race Sport Lighting

EZ Category

Z-Closeout

Harmonization Code

8512.20.2080

Universal

YES

Life Expectancy

SEMA Product  Part Type ID  

Reverse Polarity Operating Voltage

110-220VAC

Current Draw

Wattage Chip Type IP Rating LUX

Product Information

Features • Compact Design • All-Metal Construction • Dual

LED Three-Digit Display, More Accurate • Highly Stabilized

Output Voltage • Short Circuit Protection • Over Loading

and Current Protection Operating Conditions • Input

Voltage: AC 110V and 220V (the default voltage is 110V) •

Frequency: 50Hz/60Hz • Working Temperature: -10°C ~ 40

°C • Relative Humidity: ‹ 90% • Storage Conditions: -10°C

~ 40 °C • Relative Humidity: ‹ 80% Stable Voltage • The

output voltage is between 0 and nominal value

Continuously adjustable • Voltage Stability: =0.01% +2mV

• Load Stability: = 0.01% +2mV • Recovery Time: =100µS

• Ripple Noise: =1 MVRMS(RMS) • Temperature Coefficient:

= 200PPM/°C Stable Current • Power Stability: 0.1% + 3mA

• Load Stability: 0.2% + 3mA • Ripple Noise :

=2mArms(RMS) • 1 Year Warranty

Est. Labor Hours

Gross Weight 10.64 Width 8.00

Net Weight 10.64 Height 6.00

DIM Weight 5.01 Depth 14.50

Kelvin (ColorTemperature)

N/A

Universal or Vehicle Specific

Universal

Made In

China

Warranty

1 year

Lumens Beam

Pattern

Prop 65 WARNING: This product can expose you to chemicals, which are known to the State of

California to cause cancer and birth defects or other reproductive harm. For more information go to

www.P65Warnings.ca.gov


